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Pre-Requisites
Smart3D must be installed and configured.
This catalog and H&S plug in is compatible with Smart3D 2016 up to V 14.

Installation
See Installation instructions in “Lisega Smart3D catalog and HS plug-in installation (V 3.0.1).pdf”

Smart3D catalog view - LISEGA Catalog
Our whole catalog is available after bulkload under the tree
“<Catalog database>\Supports\Parts\LISEGA V3”:

r—
|20 CatalogView.ses : Catalog : S3D_PlantTrain_v131 = [m] *
|£ata|og Edit View Go TJools Tasks Help

e STl dmlelx] of alsl & & ¢

Address:

El=a s8] 2|
I\SSD_PIantTraln_\r'l 31_CDB\supports\Parts\LISEGA V3 -

B0 Suppaorts
g1 Assemblies
= 3 Parts
-21 AISC LRFD-3.1 Steel
-E3 AISC-LRFD-3.1
-C1 AISC-LRFD-3.1 Cutback
-E3 Anwil
-0 Deprecated
e )
-2 Praduct group 1 - Constant Supports
-2 Type 11 & 71: Constant Hanger with support bracket
3 Type 11: Constant Hanger
-3 Type 12 : Heavy Constant Hanger
3 Type 12..45: Heavy Constant Support
-3 Type 13 : Heavy Constant Hanger
23 Type 13..45: Heavy Constant Support
3 Type 14 : Heavy Canstant Hanger
23 Type 14..45: Heavy Constant Support
3 Type 16: Heavy Duty Constant Hanger
-1 Type 16..15: Constant Support
£3 Type 16..25: Angulating Constant Support
-3 Type 18: Constant Hanger
3 Type 19..17 : Constant Support
-9 Type 19..37 : Angulating Constant Support
-3 Type 79..15: Constant Hanger Trapeze
-2 Type 79..17 : Constant Hanger Trapeze
Product group 2 - Variable Springs
B 23 Type 20.2 : Angulating Spring Support
-3 Type 20.9: Extension for Angulating Spring Support
23 Type 21: Variable Spring Hanger
3 Type 22: Variable Spring Hanger
23 Type 25 : Variable Spring Hanger
3 Type 26: Variable Spring Hanger
23 Type 27 : Sway Brace
-0 Type 27.9: Extension for Sway Brace
-7 Type 28 : Variable Spring Support
23 Type 29: Variable Spring Support
3 Type 29..2 : Telescopic Spring Supports
-1 Type 29.9: Extension for Spring Hanger
£3 Type 79_11: Variable Spring Hanger Trapeze
[-: 2 Type 79_19: Variable Spring Hanger Trapeze
&1 Product group 3 - Dynamic Components
- -IP: Inlay plates for dynamic pipe clamps
: Shock Absorber
: Shock Absorber
: Energy Absorber
: Shock Absorber Extension
: Riser Clamp
: Weld-on Bracket
: Dynamic Pipe Clamp
: Dynamic Pipe Clamp
: Rigid Struts
: Shear lug
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LISEGA Smart3D Hanger and Support plugin

Plugin Configuration dialog

The plugin has three operation modes. It is possible to select one of these modes in the plugin
configuration dialog.

LISEGA plugin configuration = [m] X

WI.CI)SEGH

Information LISEGA.S3D Plugin - Version : 0.0.0.0

Path of Plugln Log File | _|

Fath of LICAD Log File |

Log Level (0-no log., 100-maximum|d vl

Plugln mode IImpon of L3D files LI
Path of L3D files to import | ..
e

This new plugin has three operation modes:

- Interactive LICAD
- Import of L3D files
- File exchange

NOTE: The mode , Interactive LICAD” is only available, if LICAD is installed on the machine where
Smart3D is installed.

Here an example, where LICAD is not installed. Only the two other modes can selected.
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LISEGA plugin configuration

Information LISEGA.S3D. Plugin - Version : 0.0.0.0

= [m}

Path of Flugln Log File |

Path of LICAD Log File [

Log Level (0-no log., 100-maximum|d -

Plugin mode Impart of L3D files|

El

Import of L3D files
Path of L3D files to import o

OK Cancel .

X

O
LISEGRARA

=l
-
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Plugin attributes

The plugin sets the additional attributes when a LISEGA support is placed.

Additional support attributes

The Designed Support itself has these additional attributes after a LISEGA support was placed

| . T | | &

~ Support Properties X Electrical
ﬂ Bl Equipment
g General | Definition | Relationships | Configuration | Notes | Drawing | A HVAC
&4 strudural
= Geteger Type: S supports
IETIETIINNE - | [Desion Pipe Assembly -] 5 water
{8 300.W
Property Valueﬂ 3301w
LICAD Drawing number 250-3-64012 302-W
303.W
LsiDyname SUpAoEH D, [l U03-6-W-0001-1C0031
Hat Load 000N o
prer— T - LISEGA V3 421411
Preset Load 000N TA351wW
Force Deviation [ 0 Eiﬂw
Flex
Spring Rate 0,00 N/m {3 Una
Horizontal Movement 0 mm e uos
sl uos
Lateral Movement 0mm - var
Vertical Movement omm el uos
Total Travel omm E}Gi]m ﬂ?:
Load [H/Nermal) 000N E-E]l A3
Load [H/Emergency) 000N Ei ‘2’;5‘”
Load (H/Faulted) 000N 0
Positive movement 0mm
Hegative movement omm |
ok | cane | moy |

. )
Additional part attributes
Each part of a LISEGA support has these additional attributes.

Support Companent Properties

Ocaurrence | pefinition | Connection | Relationships | Configuration | Notes |

i HVAC
42 structural

|

Property Value 7 Supports
Placed with LISEGA Plugin 1,00 T Water
Part Destription Clamp base

Ori for Ibw 0,00

OriBottom for lbw 0,00

Rots0 for Ibw 0,00

el Uos
el U05
iuﬂﬁ
il Uo7
iuﬂ&
lal U0
el U0
3

rea01

oK I Cancel Apply
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Plugin usage

Open configuration dialog

The Smart3D functionality to show the configuration dialog of the actual activated plugin is available
when Holding down one of the following keys <Ctrl>, <Shift>, <Alt> of <AltGr> and then clicking on
the button “Start 3™ Part App” in “Hanger and Support” task.

HINT: Without holding down one of the mentioned keys the plugin is called when clicking on the
button “Start 3™ Part App”!

Plugin configuration
The plugin has three available modes. Only one of these three modes can be activate at a time. The
plugin configuration dialog is used to the select the active mode.

- LICAD interactive
- L3Dfile import
- File exchange

Execute the plugins

LICAD interactive
The plugin starts directly LICAD and the available data (pipe diameter, pipe center, ...) is send to
LICAD. LICAD interprets the received data and shows it in the form.

L3D file import

The plugin will import a LISEGA support into the model with the help of an L3D file. The L3D contains
information about the used parts, so that the plugin can place these parts. LIESGA Pipe Support
Design program LICAD generates these L3D files on demand.

The plugin will show a file open dialog to select the corresponding L3D file. After clicking the button
“Open” in the file dialog, the dialog is closed and Smart3D creates the pipe support assembly by
processing the file and placing the parts defined in the L3D file.

20| Open x
€ w o » Deskt.. * Demo o &) 0. Search Demo
Organize Mew folder =~ 1 @
% Home | Mame Date modified Type
5 @ OneDrive - Pers D 20000003033.L3D 30/01/2023 1117 L3D A
2 Desktop
File nare: | 20000005033.L30 v| LISEGA support 30 information -~

File exchange
In general, this is only a special “L3D file import” with an data export in front.

LISEGA SE, Germany 01/14/2025 7/8



LISEGA catalog V3 and plugin Version 3.1.0.3

The plugin creates a file that contains some data from the model (e.g.: pipe diameter, pipe
temperature, position of pipe center and, if available, the position of the supports connection point).

After that, the plugin will wait for a L3D file stored in the same folder with an identical file name (only
extension is exchanged). A timeout can be set, so that the plugin is able to cancel the operation, if
the L3D file is not available within the specified timeframe (timeout).

This mode can be used for example when LICAD and Smart3D are not installed on the same machine.

The file generated by the plugin can be read in into LICAD manually or a program/script on the client
machine can monitor a folder for new files and will start LICAD with parameters when a file was
created.

HINT: An example PowerShell script is shipped with the LISEGA catalog and plugin installation
package!
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